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Design
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Exiway Easyled is a great novelty in the world of emergency 
lighting. Ideal for small installations such as restaurants, shops, 
small buildings and office buildings, Exiway Easyled brings 
together everything that you expected of an emergency lighting 
unit. With, in addition, Schneider Electric know-how  
and expertise.
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Never has an emergency lighting unit been…
...So  
LED
Exiway Easyled offers all the benefits of LED 

technology: > 10 years expected in typical 

ambient temperature* condition, no relamping, 

power consumption halved, high level of 

lighting system safety.

Fast return on investment.

...So  
Green
Exiway Easyled protects the planet.

All its materials have been chosen with this  

in mind. 20% of the plastics used comes from 

recycling. Its electronics aims at the lowest 

possible consumption. It is thoroughly  

eco-designed and often goes further than  

the RoHS directives. 

...So  
Attractive
Exiway Easyled: the best cost/quality ratio  

in the market for LED units! With an entry-range 

positioning and dedicated to small installations, 

Exiway Easyled offers much more than its high 

quality. Discover its reliability, styling and low 

maintenance; in short, its Schneider Electric design.

...So  
Design
Exiway Easyled is both stylish and compact!  

It knows how to be discreet but can attract 

attention when necessary. The ideal qualities  

to fit in harmoniously with all interior universes  

and blend with the environment.

* Typical ambient temperature: 25°C.
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Never has an emergency lighting unit been…
...So  
Schneider Electric
Exiway Easyled has been developed with  

the same requirements as for the other 

products of the Exiway range.

Quality of materials used, reliability of the battery 

and its electronic cards. Exiway Easyled has  

NF, AENOR and ENEC certification, etc.  

Its performance over time is exceptional,  

as well as the energy efficiency of its LEDs  

and its electronics.

...So  
Essential
Exiway Easyled is a must! With a few product 

references it covers most of the needs of small 

installations. As simple to buy from your dealer 

as it is easy to install (new equipment and 

refurbishing), Exiway Easyled combines all  

the ingredients to become a “must”: long service 

life + styling + reliability + savings at purchase  

and in use.

•	IP42 / IK07

•	Up to 300 lm

•	37 mm in thickness

•	29 mm of embedding  

depht

•	Autonomy 1 h, 2 h  

and 6 h

•	For restaurants, 

shops, small 

businesses, small 

office buildings, 

housing, villas...

P
10

70
83

P
10

70
84

LSB02472EN Version : 1.3 26/06/2013

P
10

70
82

P
10

70
85

P
10

70
86

P
10

70
87



8

Exiway Easyled
Technical specifications
Product catalogue numbers

Emergency light fittings

Technical specifications
 b Available for maintained and non-maintained operation: the maintained product 

can be used in non-maintained mode. The selection is made on the connector
 b Installation: quick fixing plate-body
 b Compliant with IEC EN 60598-2-22 standard
 b ENEC certification (Italy and RoW- Rest of the World)
 b AENOR certification (Spain)
 b NF (France)
 b Standard version: 
 v can be inhibited with rest mode via Teleur range of remote controls
 v cat. no. OVA39121: can be inhibited via a switch (Italy)
 b Self-diagnosis version (SATI): can be inhibited with rest mode via TBS range of  

remote controls (France)
 b Protection rating: IP42, IK07
 b Insulation class: II
 b Installation even on flammable surfaces
 b Fire behaviour (IEC 60695-2-10), incandescent wire: 850°C
 b Case of self-extinguishing polycarbonate 94V-2 (UL 94)
 b Light source: long-lasting LED light source (> 10 years expected in typical  

ambient temperature* condition)
 b Power supply: 220/230 V, 50 Hz
 b Complete recharge: 
 v in 12 h for model with 1 and 2 h autonomy 
 v in 24 h for model with 3, 5 and 6 h autonomy.

(*) Typical ambient temperature: 25°C.

e

(1) RC: Remote Control Teleur
TBS: TBS50 or TBS100 
S: Switch

Product catalogue numbers
Exiway 
Easyled

Protection 
rating IP

Autonomy  
(h)

Average flux (lm) in Consumption
N.M/M

Battery Control 
(1)

Cat. no. It Es Fr Other 
countries

emergency
condition

maintained
mode (VA) (W) Type (V) (Ah)

Standard Non-maintained
IP42, IK07 1 45 - 2.4 1.6 Ni-Cd 3.6 0.8 RC OVA38350 b b

70 - 2.4 1.6 Ni-Cd 3.6 0.8 RC OVA38351 b b b

120 - 2.5 1.6 Ni-Cd 4.8 0.8 RC OVA38352 b b b

170 - 2.5 1.6 Ni-Cd 4.8 0.8 RC OVA38355 b b b

240 - 3.9 1.0 Ni-Cd 4.8 1.6 RC OVA38357 b b b

300 - 3.9 1.0 Ni-Cd 4.8 1.6 RC OVA38358 b

2 140 - 3.9 1.0 Ni-Cd 4.8 1.6 RC OVA38354 b b b

3 120 - 3.9 1.0 Ni-Cd 4.8 1.6 RC OVA38353 b

6 120 - 2.4 0.9 Lead Acid 6 3.8 S OVA39121 b

Maintained
1 170 170 3.8/5.9 0.8/2.6 Ni-Cd 3.6 1.6 RC OVA38356 b b b

SATI Non-maintained
IP42, IK07 1 45 - 3.5 0.6 Ni-Cd 2.4 0.8 TBS OVA58000* b

5 8 - 3.5 0.6 Ni-Cd 2.4 0.8 TBS OVA58015 b

Note: The maintained product can be used in Non-maintained mode. The selection is made on the connector.
(*): Cat. no. OVA58000 is provided with the 3 pictogram stickers (mandatory to be sticked on)
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Accessories catalogue numbers
Compatibility Dimensions (mm) 

height x width x 
depth

Cat. no. It Es Fr Other 
countries

Pictogram stickers 
(1 set of 3)  
Left/Right/Down

Visibility: 20 m

ISO All 278 x 100 OVA53129 b b b b

False ceiling kit* White All 342 x 157 x 39.5 OVA53120 b b b b

Flush mounting box 
without screew

White All excepted OVA39121 292.5 x 116.5 x 39 OVA53119 b b b

Flush mounting box
provided with 
screew

White All excepted OVA39121 292.5 x 116.5 x 39 OVA53130 b b b b

Protective grid All 191 x 347 x 93 OVA53098 b b b

Vetrosignal
Left/Right
Visibility: 23 m

STD All – OVA53136 b b b b
ISO OVA53137

Down
Visibility: 23 m

STD All – OVA53138

ISO OVA53139

Screws and fixing  
(3 sets of 4 screws)

OVA53119 – OVA53131 b b b b

Teleur remote 
control

All models 
(for 100 luminaires)

102 x 77 x 81
4.5 mod. of 18 mm

OVA50325E b b b

All models  
(for 500 luminaires)

90 x 71 x 60
4 mod. of 18 mm

OVA50326E b b b

TBS50 For french products
OVA58000, OVA58015

81 x 66 x 54
3 mod. of 18 mm

15855 b

TBS100 For french products
OVA58000, OVA58015

81 x 66 x 54
3 mod. of 18 mm

15856 b

(*) Use this accessory only on sturdy material, like wood, metal or plaster plates (no glass wool plates).

Emergency light fittings Exiway Easyled
Accessories 

+
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Mounting dimensions
Slim base Fat base (Italy, only for cat. no. OVA39121)

83.5

292.5 116.5

95271

60

(2x) 12(2x) 4

11
6.

5
29 37

100
200

240

(2x) 4

(2
x)

 1
2

11
6.

5

292.5 116.5

254

56 42
.5

86

83.5
(2x) 100

180
200

240

Slim mounting box Fat mounting box (Italy, only for cat. no. OVA39121)

282

244

106

39 38

260.5

34.5

240

270

48

89
.5

99
.5

Vetrosignal slim base Vetrosignal fat base
116.5292.5

250

13
6.

5

29 37

13
6.

5

250

116.5

5642
.5

292.5

Emergency light fittings Exiway Easyled
Spare parts
Dimensions

Spare parts catalogue numbers
Description Compatibility Cat. no. It Es Fr Other 

countries
Batteries (Ni-Cd) 2.4 V, 0.8 Ah OVA58000, OVA58015 OVA51104 b

3.6 V, 0.8 Ah OVA38350, OVA38351 OVA51105 b b b

3.6 V, 1.6 Ah OVA38356 OVA51108 b b b

4.8 V, 0.8 Ah OVA38352, OVA38355 OVA51106 b b b

4.8 V, 1.6 Ah OVA38353, OVA38354, OVA38357, OVA38358 OVA51107 b b b

Battery (Lead Acid) 6.0 V, 3.8 Ah OVA39121 OVA51109 b

LSB02472ENVersion : 1.3 26/06/2013
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Dimensions in installation
Slim base with slim box in a wall (cat. no. OVA53119) Slim base with frame

292.5

38

282

10
6

47

11
6.

5

282
10

6

343

312

34
.5

39
.5

12
3

15
7

312

12
3

Fat base with fat box (Italy, only for cat. no. OVA39121)

34.5

89
.5

11
6.

5

260.5
292.5

63

260.5

89
.5

Slim base with false ceiling kit (cat. no. OVA53120)

312

12
3

343 34.5

271

9515
7

1-30

5

Slim base with mounting box in false ceiling (cat. no. OVA53130)

292.5 38

282

10
6

282

10
6

11
6.

5

6-28

10
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A and E: Transverse spacing 
to wall
B and F: Transverse spacing 
between luminaires
C and G: Axial spacing to wall
D and H: Axial spacing 
between luminaires

Escape routes

Open (Anti-Panic) areas

Technical guide Spacing table
Emergency light fittings spacing table

Catalogue 
number

Installation  
height
for ceiling  
mounting

Lux level  
directly  
under 
luminaires

Escape routes
1 Lux min.
Along centreline

Area covered  
to obtain more 
than 1 Lux on 
the ground

Open (Anti-Panic)  
areas 0.5 Lux min.
Luminaires arranged  
in a regular array

Area covered  
to obtain  
0.5 Lux on the 
ground

A B C D E F G H
(m) (lux) (m) (m2) (m) (m2)

OVA38350 2.00 4.12 1.93 4.94 1.91 5.05 9.52 2.27 4.81 2.25 4.90 19.34
2.50 2.64 1.92 5.27 1.88 5.25 11.16 2.36 5.65 2.33 5.70 23.24
2.80 2.10 1.84 5.38 1.80 5.32 9.33 2.40 5.86 2.36 5.92 19.24
3.00 1.83 1.73 5.38 1.73 5.36 8.03 2.39 6.09 2.39 6.04 21.42
3.50 1.35 1.38 5.35 1.36 5.28 3.64 2.36 6.55 2.34 6.45 21.87
3.80 1.14 0.93 5.25 0.98 5.10 4.30 2.23 6.96 2.33 6.80 17.18
4.00 1.03 0.26 5.10 0.47 4.98 0.00 1.73 6.69 2.73 6.53 19.04

OVA38351 2.00 6.41 2.28 5.69 2.30 5.82 15.47 2.55 6.02 2.57 4.85 25.88
2.50 4.10 2.41 6.17 2.39 6.26 14.88 2.71 5.91 2.69 6.10 29.75
2.80 3.27 2.41 6.39 2.41 6.44 18.66 2.76 6.54 2.76 6.69 30.32
3.00 2.85 2.41 6.49 2.39 6.52 16.07 2.81 6.89 2.78 6.98 34.81
3.50 2.09 2.29 6.70 2.25 6.64 14.58 2.87 7.35 2.83 7.38 30.07
3.80 1.78 2.13 6.75 2.13 6.67 12.89 2.86 7.63 2.86 7.67 34.37
4.00 1.60 1.99 6.74 2.02 6.71 14.28 2.84 7.83 2.87 7.80 38.08
4.20 1.45 1.85 6.71 1.85 6.65 10.50 2.84 7.99 2.84 7.96 34.11
4.50 1.27 1.57 6.63 1.55 6.51 6.02 2.79 8.30 2.75 8.20 36.15
5.00 1.03 0.28 6.34 0.55 6.19 0.00 1.95 8.36 3.30 8.19 29.75

OVA38352 2.00 10.83 2.73 8.07 2.78 6.86 23.80 2.88 6.87 2.92 5.79 39.57
2.50 6.93 2.95 7.45 2.95 7.48 26.03 3.15 7.64 3.15 6.45 40.91
2.80 5.53 3.03 7.60 3.03 7.74 30.32 3.25 8.16 3.25 7.10 47.23
3.00 4.81 3.08 7.79 3.08 7.93 29.45 3.32 8.50 3.32 7.74 48.87
3.50 3.54 3.15 8.27 3.12 8.23 29.16 3.44 8.66 3.41 8.64 53.76
3.80 3.00 3.16 8.44 3.10 8.40 34.37 3.51 8.91 3.46 8.98 55.85
4.00 2.71 3.15 8.58 3.07 8.54 28.56 3.55 9.19 3.47 9.26 61.88
4.50 2.14 3.01 8.73 2.95 8.69 24.10 3.60 9.67 3.54 9.66 57.24
5.00 1.73 2.77 8.89 2.77 8.69 22.31 3.60 10.21 3.60 10.11 59.50
5.50 1.43 2.39 8.87 2.39 8.60 15.75 3.59 10.56 3.59 10.46 63.00
6.00 1.20 1.86 8.72 1.83 8.44 10.71 3.55 10.96 3.50 10.86 64.26

OVA38353 2.00 10.74 2.78 8.17 2.80 6.89 24.10 2.87 6.94 2.89 5.69 37.19
2.50 6.88 3.01 7.38 3.01 7.55 26.50 3.12 7.80 3.12 6.20 41.84
2.80 5.48 3.08 7.78 3.08 7.85 30.32 3.23 8.31 3.23 6.75 47.82
3.00 4.77 3.11 7.96 3.11 8.04 29.45 3.29 7.80 3.29 8.09 49.54
3.50 3.51 3.15 8.34 3.15 8.38 29.16 3.45 8.49 3.45 8.64 52.85
3.80 2.98 3.13 8.48 3.13 8.55 32.22 3.51 9.06 3.51 9.13 55.85
4.00 2.69 3.13 8.58 3.13 8.62 28.56 3.53 9.32 3.53 9.31 61.88
4.50 2.12 3.01 8.73 2.98 8.77 24.10 3.59 9.91 3.56 9.81 55.73
5.00 1.72 2.80 8.77 2.74 8.81 22.31 3.60 10.21 3.54 10.11 59.50
5.50 1.42 2.48 8.75 2.48 8.71 27.00 3.54 10.57 3.54 10.56 58.50
6.00 1.19 1.95 8.60 1.98 8.52 10.71 3.45 11.01 3.49 10.91 64.26

OVA38354 2.00 12.53 2.88 8.79 2.94 7.22 25.88 2.98 7.16 3.02 5.99 45.82
2.50 8.02 3.17 7.74 3.17 7.89 30.68 3.25 8.00 3.25 6.41 48.35
2.80 6.39 3.28 8.11 3.28 8.23 30.32 3.35 8.58 3.35 6.86 51.32
3.00 5.57 3.30 8.34 3.33 8.45 34.81 3.41 8.96 3.43 7.20 55.56
3.50 4.09 3.38 8.84 3.38 8.88 29.16 3.58 8.72 3.58 9.06 61.05
3.80 3.47 3.39 9.02 3.39 9.10 34.37 3.67 9.23 3.67 9.40 62.29
4.00 3.13 3.39 9.12 3.39 9.16 38.08 3.73 9.59 3.73 9.67 61.88
4.50 2.48 3.33 9.32 3.33 9.36 36.15 3.80 10.34 3.80 10.24 69.29
5.00 2.01 3.22 9.45 3.15 9.49 29.75 3.86 10.74 3.79 10.64 59.50
5.50 1.66 2.96 9.48 2.92 9.52 27.00 3.84 11.06 3.80 11.05 72.00
6.00 1.39 2.61 9.46 2.64 9.42 10.71 3.77 11.46 3.80 11.46 64.26
7.00 1.02 0.80 9.05 0.89 8.88 0.00 3.45 12.36 3.79 12.26 58.31

OVA38355 2.00 14.73 3.11 9.42 3.14 7.81 31.24 3.12 7.95 3.14 6.81 54.74
2.50 9.43 3.32 9.92 3.38 8.45 35.33 3.44 8.43 3.50 7.04 59.97
2.80 7.52 3.46 8.71 3.49 8.79 36.74 3.59 9.00 3.62 7.40 61.81
3.00 6.55 3.54 8.85 3.54 8.98 35.48 3.67 9.36 3.67 7.64 59.58
3.50 4.81 3.62 9.33 3.62 9.46 40.09 3.78 10.30 3.78 8.80 69.25
3.80 4.08 3.67 9.60 3.64 9.73 34.37 3.86 10.00 3.83 9.90 73.04
4.00 3.68 3.67 9.75 3.67 9.84 38.08 3.90 10.18 3.90 10.18 71.41
4.50 2.91 3.68 10.04 3.64 10.08 40.67 4.02 10.75 3.99 10.85 78.32
5.00 2.36 3.57 10.27 3.50 10.22 40.91 4.10 11.35 4.03 11.46 81.82
5.50 1.95 3.37 10.35 3.30 10.26 36.00 4.13 11.76 4.06 11.88 72.00
6.00 1.64 3.06 10.39 3.06 10.29 32.13 4.09 12.29 4.09 12.19 85.69
7.00 1.20 2.07 10.13 2.04 9.94 14.58 3.99 12.95 3.94 12.85 87.47
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Catalogue 
number

Installation  
height
for ceiling  
mounting

Lux level  
directly  
under 
luminaires

Escape routes
1 Lux min.
Along centreline

Area covered  
to obtain more 
than 1 Lux on 
the ground

Open (Anti-Panic)  
areas 0.5 Lux min.
Luminaires arranged  
in a regular array

Area covered  
to obtain  
0.5 Lux on the 
ground

A B C D E F G H
(m) (lux) (m) (m2) (m) (m2)

OVA38356 2.00 15.19 3.02 9.26 3.14 7.64 29.16 3.08 7.77 3.18 6.73 52.66
2.50 9.72 3.38 8.28 3.41 8.32 35.33 3.43 8.30 3.46 6.84 54.86
2.80 7.75 3.49 8.54 3.52 8.71 36.15 3.56 8.89 3.59 7.14 60.06
3.00 6.75 3.54 8.77 3.61 8.94 36.15 3.62 9.25 3.67 7.38 58.91
3.50 4.96 3.66 9.37 3.69 9.46 42.82 3.77 9.17 3.80 9.44 69.25
3.80 4.21 3.70 9.64 3.73 9.73 40.81 3.86 9.56 3.89 9.84 73.04
4.00 3.80 3.73 9.79 3.73 9.88 38.08 3.93 9.80 3.93 10.08 73.79
4.50 3.00 3.71 10.08 3.74 10.17 48.20 4.02 10.75 4.05 10.85 78.32
5.00 2.43 3.67 10.31 3.67 10.31 44.63 4.13 11.41 4.13 11.42 81.82
5.50 2.01 3.54 10.44 3.47 10.39 36.00 4.23 11.63 4.15 11.74 72.00
6.00 1.69 3.29 10.43 3.26 10.48 32.13 4.21 12.10 4.17 12.21 85.69
7.00 1.24 2.51 10.27 2.51 10.27 14.58 4.10 12.86 4.10 12.88 87.47

OVA38357 2.00 21.52 4.15 9.92 3.50 8.29 38.38 3.89 5.98 3.36 5.04 61.59
2.50 13.78 3.78 10.99 3.78 9.16 41.37 3.62 9.44 3.62 7.62 76.24
2.80 10.98 3.93 11.43 3.93 9.65 47.82 3.83 9.87 3.83 7.94 76.97
3.00 9.57 4.02 11.17 4.02 9.94 49.54 3.93 10.12 3.93 7.98 79.66
3.50 7.03 4.21 11.06 4.21 10.53 53.76 4.17 10.87 4.17 8.68 83.83
3.80 5.96 4.30 10.66 4.26 10.81 55.85 4.32 11.29 4.29 9.09 91.29
4.00 5.38 4.33 10.82 4.33 11.01 60.69 4.36 11.61 4.36 9.70 96.40
4.50 4.25 4.42 11.32 4.38 11.37 55.73 4.52 11.89 4.48 11.67 99.41
5.00 3.44 4.46 11.76 4.35 11.76 59.50 4.69 12.35 4.58 12.25 105.99
5.50 2.85 4.49 12.00 4.34 12.00 60.75 4.78 13.08 4.63 12.98 117.00
6.00 2.39 4.40 12.21 4.32 12.21 64.26 4.82 13.64 4.74 13.54 117.82
7.00 1.76 4.04 12.44 3.92 12.28 43.74 4.91 14.42 4.77 14.32 116.63
8.00 1.35 3.31 12.39 3.19 12.17 19.04 4.88 15.15 4.72 15.05 114.25
9.00 1.06 1.79 11.92 1.83 11.75 12.05 4.55 16.21 4.64 15.97 96.40

OVA38358 2.00 25.63 4.77 10.78 3.76 9.20 50.88 4.76 6.34 3.86 5.63 77.95
2.50 16.40 3.92 12.24 4.08 9.98 52.53 3.79 10.16 3.92 8.67 90.65
2.80 13.08 4.15 12.89 4.27 10.48 53.07 4.02 10.31 4.12 8.52 100.88
3.00 11.39 4.28 13.26 4.41 10.77 57.57 4.16 10.79 4.26 8.84 103.76
3.50 8.37 4.56 12.20 4.60 11.42 62.87 4.48 11.61 4.52 9.28 106.61
3.80 7.10 4.69 12.39 4.69 11.82 63.37 4.60 12.18 4.60 9.58 106.33
4.00 6.41 4.73 11.86 4.73 12.03 63.07 4.65 12.58 4.65 9.82 104.73
4.50 5.06 4.87 12.11 4.78 12.50 76.82 4.84 13.51 4.76 10.67 118.99
5.00 4.10 4.91 12.63 4.83 12.92 66.94 4.94 12.85 4.87 13.26 122.73
5.50 3.39 4.95 13.11 4.82 13.11 72.00 5.07 13.58 4.95 13.87 128.25
6.00 2.85 4.90 13.39 4.82 13.33 72.30 5.17 14.21 5.09 14.51 139.24
7.00 2.09 4.72 13.64 4.55 13.52 58.31 5.37 15.37 5.19 15.41 138.50
8.00 1.60 4.21 13.73 4.03 13.61 57.12 5.35 16.25 5.14 16.15 152.33
9.00 1.27 3.28 13.51 3.10 13.32 24.10 5.21 17.27 4.95 16.87 144.60
10.00 1.03 1.14 12.87 1.27 12.62 0.00 4.67 18.07 5.15 17.66 119.01

LSB02472EN Version : 1.3 26/06/2013
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Index Product index

15855  9
15856 9
OVA38350 8
OVA38351 8
OVA38352 8
OVA38353 8
OVA38354 8
OVA38355 8
OVA38356 8
OVA38357 8
OVA38358 8
OVA39121 8
OVA50325E 9
OVA50326E 9
OVA51104 9
OVA51105 9
OVA51106 9
OVA51107 9
OVA51108 9
OVA51109 9
OVA53098 9
OVA53119 9
OVA53120 9
OVA53129 9
OVA53130 9
OVA53131 9
OVA58000 8
OVA58015 8
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Tel.: +33 (0)1 41 29 70 00

http://www.schneider-electric.com
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As standards, specifications and designs change from time to time, please ask for confirmation
of the information given in this publication.
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Schneider Electric guarantees all the product characteristics, their long-term durability and their conformity to country standards. All these values are 
certified by official independent bodies such as IMQ, LCIE and AENOR. These bodies regularly check the quality and performance levels of our products.


